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1 Introduction

This document describes all features and the usage of the hardware TCPConv 2. TCPConv
2 is equipped with two USB- and RS232-interface into your local area network (LAN). The
purpose of this hardware is to convert USB or RS232 to Ethernet, in order to provide RS232
or USB devices an extra Ethernet connection.

1.1 Typical Scenario

A typical application is the extension of a network device (i.e. a network printer), by a local
peripheral device.

TCPConv

Host Network - v
le—] l—> 1) +—p
Computer Switch !g

Peripheral
Device

Figure 1.1: Typical Connection with TCPConv 2, reader and printer

1.2 Important Features

The main feature of TCPConv 2 is that it has the same IP as the printer connected, which
saves a lot of IP resources. This makes TCPConv can be easily integrated into existing
network environments, without managing the extra IP addresses.

The behaviour of TCPConv 2 can be configured via web front-end. Depending on the con-
figuration, it can be a TCP/IP server or client on ports specified by the user.

Except very few ports necessary to configure the TCPConv 2, it is transparent between
printers and local network. Therefore, it is still convenient to configure the printers, as if
TCPConv 2 were not connected in between.
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1.3 Software Release History

Version Added Features

SB1.00/STD1.00.02 | Initial release

STD1.1.0.0 Improved TCP client behavior

STD1.1.0.2 Log of the application can be viewed via web-frontend
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2 Hardware Setup

2.1 Connect the network cables

There are two Ethernet ports on the TCPConv 2, Host port is used to connect TCPConv 2
to local network and Printer port is used to connect printer to TCPConv 2.

2.2 Plug in the Reader

The user can plug in USB reader directly to the TCPConv 2. Currently HID and CDC devices
are supported.

TCPConv 2 can also provide 750mA current from Pin 9 of its RS232 interface. It is undesired
that the RS232 reader is powered by an extra power supply besides TCPConv 2, because it
may potentially damage the TCPConv 2, as well as the external power supply.

Figure 2.1: RS232 cable with power supply. Please leave the power supply unconnected!
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2.3 Power up the TCPConv 2

After the TCPConv 2 is powered up, one can see the status of it via the information LEDs.

There are 4 LEDs on device and several states of the device can be detected based on
combination of LED signals.

» Power LED is ON when power supply is connected.
» Busy LED is red means device is initializing.
» Ready LED is green means device is in normal operation.

* Ready LED is green and Error LED is red means something is wrong, for instance
TCPConv cannot get an IP address.

2.4 Network Settings of TCPConv

2.4.1 Finding the Devices
2.4.1.1 Requirements

1. TC2Config software application
2. Microsoft .Net Framework version 3.5 or higher

3. UDP Port 7001 is available

2.4.1.2 Start TC2Config

T2Config is a tool which can find all the TCPConv 2 in the local network. By double clicking
the application one can see the following interface:

a7 TC2Config v1.02 - Search tool for TCPConv 2

Device name Device IP address Search for TCPConv 2
sevices on LAN

Figure 2.2: Interface of TC2Config

To start the search one can simply push the button:
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[ . TC2Config v1.02 - Search tol for TCPCony.

Device IP address

Figure 2.3: Search for TCPConv

If there are some TCPConv in the network, after a while one can see the whole list:

Device name Device IP address
TCPConv 2 192.168.20.246

Figure 2.4: One TCPConv is found

If the printer connected to the selected TCPConv has web front-end on port 80, one can visit
this page by pushing the button “Connect to Printer”

Device name Device IP address

TCPConv 2 192.168.20.246.

Figure 2.5: Visit the web front-end of the printer connected

2.4.2 Configure TCPConv and Printer
In order to reduce the work in network administration, it is recommended to do the following
configurations.

In this example, we assume that the network is 192.168.1.1 and the printer has IP address
of 192.168.1.10.
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192.168.1.10

Figure 2.6: Network Settings without TCPConv

Now a TCPConv is installed between the switch and the printer. The TCPConv 2 should
now be 192.168.1.10 whereas the printer is located in the private network of TCPConv. The
detailed steps of configuration via web front-end can also be found in Chapter 3.

192.168.1.10 192.168.50.100
192.168.1.1 TCPConv ‘
Network == d
- [—> | [ —>
Router Switch =
Peripheral
Device

Figure 2.7: Network Settings for TCPConv and Printer. Note the TCPConv takes the IP
address that the Printer had.

IP Settings
[Cluse DHCP
Address: 192 . |168 L -~ 10
Metmask: 255 . |285 . |255 |0
Gateway: 192 . |[168 o1 M

Figure 2.8: Sample Network Configuration of TCPConv
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3 Configuration with Web Frontend

3.1 Interface Setup

o TC2Config v1.02 - Search tool for TCPCony 2

Device name Device |P address

192.168.20.246

Search for TCPConv 2
devices on LAN

Connect to Printer
Connectto TCPConv 2 |3
[y =

Figure 3.1: Visit the web front-end of the selected TCPConv 2

By clicking “Connect to TCPConv” while one device is selected, or by typing <ip of a TCP-
Conv 2>:81 in the browser, one can see the homepage of the TCPConv

By clicking “Setup” in Figure 3.2 and typing in the user name and password, one can change
the configurations. By default, both user name and password are “admin”(without the quo-
tation mark).

The actual settings are displayed on this page. One can for instance configure the TCPConv
to use a static IP address or configure it as TCP Server for USB communication. After
submitting the changes by pushing “Save and Reboot”, TCPConv 2 will apply the changes
and reboot itself.

3.1.1 USB Settings

Currently TCPConv 2 is able to handle HID and CDC readers. For CDC reader, one can
configure the communication parameters like baudrate, data bits, stop bits etc.

If the TCPConv 2 is configured as server, it is undesired that server port for USB and
for RS232 are the same, because USB server and RS232 server are two different pro-
cesses.

In the client section, one can configure when the client should be connected. If one wants to
specify the connect char, one should type in the decimal ASCII code for the character. This
rule also applies for “Disconnect on char”. In Figure 3.4 for example, TCPConv 2 configured
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[} 192.168.20.246:81

€« €' [1192168.20246:81 77| =8
TCPConv 2 - Administration
§ Update
Setup Password Application Status Help

Figure 3.2: Homepage of a TCPConv. Note 192.168.20.246 is also the IP address of this
TCPConv 2
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RFID Systems

[ 192.168.20.246:81/pages/ii x
-

C' | [ 192.168.20.246:81/pages/interface_setup.php

£
Ly

Communication Parameters:

Baudrate 9500 [+ Databits
Parity MNone E‘ Stopbits

TCP/P Configuration

@ TCPConv 2 as Server

TCP Server Configurations

alx]
1[=]

O TCPCony 2 as Client

Local Port: 7777
TCP Client Configurations
Remaote IP Address: 192 - |188 ~ |20
Remate Port: 7777
@ Connect automatically and stay connected
onnect on any character
© Connect on character 48
[C Send connect character
[C Disconnect on character 13
[7] Send disconnect character
Disconnect timeout 10 Seconds
Save and Reboot
Load Default Settings

m

Figure 3.3: Page Interface Setup for TCPConv 2
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in this way will be connected to the server, when the reader sends “0” to TCPConv 2 and it
will be disconnected when it receives carriage return from the reader.

RS232 Settings

Communication Parameters:

Baudrate 2600 [+] Databits gl~]
Parity Mone E Stopbits 1 E
TCPIP Configuration

@ TCPConv 2 as Server TCPConv 2 as Client

TCP Server Configurations

Local Port 7778

TCP Client Configurations

Remote IP Address 192 . |168 - |20 -
Remote Port 7777
Connect automatically and stay connected
Connect on any character
@ Connect an character 48
Send connect character
| Disconnect on character 13
Send disconnect character

Disconnect timeaout 10 Seconds

Save and Reboot

Load Default Settings

Figure 3.4: Page Interface Setup for TCPConv 2

3.1.2 RS232 Settings

The RS232 settings are quite similar to USB settings, as mentioned in last section. Currently
only server function is supported.

3.1.3 Load Default Settings

By pushing “Load Default Settings” one can view the default settings saved in database
on TCPConv. Note that this doesn't mean the settings are applied, in order to apply the
changes, one needs to push “Save and Reboot”.
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3.2 Change Password

As an administrator one can change the password of the TCPConv. This can be done by
pushing the “Password” tab in Fig 3.2.

It is worthy of being mentioned that only the password is allowed to be changed here for
security reasons.

3.3 Check Status

One can check the running status of TCPConv 2 by clicking “Status”. The status includes
version, printer and USB.

3.3.1 Version
Status Comment
Kernel Linux kernel version, for instance 2.6.35.3-571-
gcca29a0-00017- g2311310
Boot Stream Version of the Boot Stream
File System Version of the File System
3.3.2 Printer
Status Comment
Internal IP Must be in a different network than the TCPConv
Status If there is a printer connected or not
3.3.3 USB

From section USB one can see what kind of USB reader is connected.

Status Comment

CDC Reader connected

HID Keyboard reader connected

USB disconnected Check if the USB reader is connected, also make
sure they are CDC or HID Keyboard Readers
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3.4 Download Manual

This Manual can also be downloaded under “Help”.
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4 Change the Software on TCPConv via
USB Stick

For the configurations mentioned in 3, it is necessary that TCPConv 2 always has a web
front-end accessible by the user. This may not be the case when for example the network
interface on TCPConv 2 is mistakenly configured or an application without web front-end is
for some reason running on TCPConv 2.

Under such circumstances, one can change the software on TCPConv 2 via a USB Stick
with correct software. Here the word “software” can refer to a Linux kernel, a whole Debian
File System, or an application.

4.1 Prepare the USB Stick

The USB Stick should use FAT format, NTFS is not yet supported. It is also desired that the
USB Stick had only one partition. In the coming versions, USB Stick with NTFS and/or more
partitions will also be supported.

Under the root directory of the USB stick, following files must be included:

4.2 Power up TCPConv with USB Stick plugged

If the USB Stick plugged has a correct certificate and a correct signature, TCPConv will
execute the main.sh script.

The whole operation could take quite a while when for example the whole File System must
be uploaded to TCPConv. After the script is executed, TCPConv will make a beep and blink
its information LEDs.
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5 Diagnose and repair the TCPConv 2

5.1 Basic Checks

In normal operation only Power and Ready LEDs are on(both green). Otherwise please first
make the following checks:

1. If the TCPConv is powered up

2. If the network cables are correctly connected. “Printer” to printer and “Host” to local
network

If the Printer is powered up
Check if TCPConv can be found by TC2Config Tool
Check if the printer uses DHCP to get an IP address

Check if the printer uses correct static IP. Normally 192.168.50.100, but 192.168.60.100
in a 192.168.50.x network

I O

5.2 If a TCPConv 2 is no more reachable by TC2Config Tool

Please first do the basic checks as described in the last section, before doing the following
steps.

The Printer port of the TCPConv has always a static IP configured. By defaultitis 192.168.50.1.
» Connect your PC to Printer port.
* Apply following TCP/IP settings IP address: 192.168.50.100
Netmask: 255.255.255.0
Gateway: 192.168.50.1
Connect to 192.168.50.1:81 via browser and Login screen will appear:
« If there is no connection, apply
IP address: 192.168.60.100
Netmask: 255.255.255.0
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Gateway: 192.168.60.1

Connect to 192.168.60.1:81 via browser
» Type in the Username and password
« Fulfil the configuration as explained in 3
» Disconnect PC from Printer port

+ Use the normal Hardware Setup

5.3 If a TCPConv 2 is unable to forward data from reader to
TCP/IP connection

This may be because the TCPConv has a wrong configuration. Under Help->Log file one is
able to see the error log: In Figure 5.1, the TCPConv 2 has no route to the configured server

192.168.20.224:81/errerlo: %

192.168.20.224:81/errorlog

373

Figure 5.1: Sample error log of TCPConv 2
192.168.20.1:7778, as displayed in the browser. Further tracebacks are also be viewed,
which may help the developers to find the bugs as soon as possible.

It is worthy of being mentioned that this log won’t be saved to flash. Therefore, it will be lost
once the TCPConv is rebooted.

5.4 If a TCPConv works fine, but the printer doesn’t

Please first do the basic checks as described in the last section, before doing the following
steps. Meanwhile, please also make sure that the printer itself works fine if it is directly
connected to the local network without a TCPConv 2 in between.

The reason for this can the following:
* The printer uses the same TCP port that TCPConv uses.

This will be a problem because they share the same IP address. If this is the case,
please go to the Interface Setup page and configure the TCPConv 2.
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« The printer itself has problems to print, for instance no paper, no ink.

5.5 Else ...

Please contact

2.

e

192.168.20.246:81/pages/interface

Gateway

Communication Parameters:
Baudrate (9600 [+]  Databits
Parity None [v]  Stopbits
TCPIIP Configuration

© TCPConv 2 as Server
TCP Server Configurations

Local Port

TCP Client Configurations

Remote IP Address

Remote Port

setup.php

192 |.[1es | [20

USB Settings
Bind to USB VIDIPID

8[x]  USB Vendor ID:
1] USB Product ID:

TCPConv 2 as Client

© Connect automatically and stay connected

Connect on any character
) Connect on character
J Send connect character
] Disconnect on character
] Send disconnect character
Disconnect timeout

102|168 | [20
m
48
&
10| Seconds
RS232 Settings

192168.20.24681/pages/i x
r

w| =

7

(4 hex digits)
(@ hex digits)

Figure 5.2:

Modify the local port for USB communication

for an image. Copy the image to the root directory
of USB Flash, plug in the USB Flash to the TCPConv 2 and then reboot the TCPConv
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[ 192168.20.246:81 /pages/ii x §__¥

e

Figure 5.3: Modify the local port for RS232 communication

[ 192.168.20.246:81/pages/interface_setup.php

Communication Parameters:
Baudrate 9500 [+] Databits
Parity Mang Iz‘ Stopbits
TCP/IP Configuration

® TCPConv 2 as Server

TCP Server Configurations

Local Port:

TCP Client Configurations

Remote IP Address:

Remote Paort:

RS232 Settings

8[~]
1]

© TCPConv 2 as Client

D

@ Connect automatically and stay connected

() Connact on any character
© Connect on character

[7] Send connect character
[7] Disconnect on character
[7] Send disconnect character

Disconnect timeout

Seconds

Save and Reboot
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