
Feature TCPConv TCPConv2 TCP3 

Card Readers Support       

Printer Compatibility Any Print Device Any Print Device Any Print Device 

Storage Options X X   

Network Speed (MBPS) 10/100 10/100 10/100/1000 

IP Address Occupancy 
Occupies one IP 

address 

Has its own DHCP 
server. No additional IP 

addresses are 
occupied 

Has its own DHCP 
server. No additional IP 

addresses are 
occupied 

Firmware 
Updates 

Via Config 
Tool 

  X   

Via USB 
Drive X     

Via 
Webpage 

(Remotely) 
X X   

Security 
SSL X   X 

TLS 1.2 X X   

Configuration 
Updates 

Via Config 
Tool       

Via 
Webpage 

X     

Keyboard Devices Support 
Supports Elatec 

devices in Keyboard 
mode & CDC 

Supports Elatec 
devices in Keyboard 

mode & CDC 

Supports Elatec 
devices in Keyboard 

mode & CDC  

Other Devices 
Not tested, may 

operate 
Not tested, may 

operate 
Only tested devices 

allowed 

Ports 
Type A USB 2.0 – 1 

port 
RS232 – 1 port 

Type A USB 2.0 – 1 
port 

Mini USB – 1 port 
RS232 – 1 port 

Type A USB 3.0 – 2 
Ports 

FDI available 

Device Discovery UDP broadcasts  UDP broadcasts 
TCP query initiated by 

TC3 Config 
 


